PAVEMENT STRENGTH
PAVE. | SOL BUBGRADE SUBBASE BASE SURFACE [ S RS
DENT. | CLASS | CLASS | COURSE | COURAE COuRaE OVERLAY | MAX. GROSS LOAD 1LBSI REMARKS
SINGLE | DUAL |DUAL TARL
RUNWAYS
R—1_|CBR=12 4" P-208 | 2.5" P—401 12,500 g
R—2 P—154 | 4" P-208 | 2.5" P—401 12,500
TAXIWAYS
T-1_ | CBR=12 4" P-208 | 2.5" P—401 12,500 g
T-2 P—154 | 4" P-208 | 2.5 P—401 12,500
APRONS
A—1_|CBR=12 4" P-208 | 2.5" P—401 12,500 <
A-2 6" P—501 UNKNOWN
R-2 &5 REMARKS:
> &
.f, ﬂ>AIP—O1, 1986, ALL PAVEMENTS ORIGINALLY BUILT
0),"’ [b AIP—-02, 1993, RUNWAY EXTENSION & PARTIAL PARALLEL TAXIWAY
T-2
(50'x145) % ,090
7;
> %
LEGEND DATE OF PAVEMENT
STRENGTH SURMEY: JUNE 8, 1990
1991 SURVEY AREA £y UATED BY: 4 STYBA
1994 SURVEY AREA DATE OF MOST
RECENT PAVEMENT
B 1997 SURVEY AREA CONDITION SURVEY: OCT. 16, 1997
EVALUATED BY: R. DONALDSON TH"}éENTmKS
0 400 800
—— o
(SCALE IN FEET) DEC., 1997




